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Cruise 
Power 
Range 

Take Off 
Power 
Range 

365 HP 
424 Lb-Ft 

343 HP 
415 Lb-Ft 

305 HP 
402 Lb-Ft 

184 HP 
365 Lb-Ft 

65% Cruise 
237 HP 

375 Lb-Ft 
3400 RPM 



LYCOMING IO-540K 
 

 
 
 

             COMPRESSION                              HEIGHT         WIDTH      LENGTH      DRY WT 
MODEL       RATIO    HP   RPM    TBO          (IN)               (IN)             (IN)            (LBS)        
IO-540-K    8.70:1   300  2,700  2,000  19.60-20.86    34.25    38.62-39.34  466-474    

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



CHEVROLET LS-3 and BW350 CASE 
 

 
             COMPRESSION                              HEIGHT         WIDTH      LENGTH      DRY WT 
MODEL       RATIO    HP   RPM    TBO          (IN)               (IN)             (IN)            (LBS)       

       LS-3        10.50:1  365  4,500  3,000      25.25           23.62        27.50           339    

 

 
COMBINED DIMENSIONS 

HEIGHT         WIDTH      LENGTH      DRY WT 
    (IN)               (IN)             (IN)            (LBS)       
  25.25           23.62         38.32          439    



 

 
LYCOMING IO-540K to CHEVROLET LS-3 WEIGHTS 

 
 
 

 
  



Lycoming IO-540K to Chevrolet LS-3 & BW350 
Comparison Tables (at propeller flange) 

 

 

 

 

 

 

 

 



Lycoming IO-540K to Chevrolet LS-3/BW350 
Comparison Chart (at propeller flange) 

 

 

Torque 

Horse Power 
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